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CONSTRUCTION DETAILS MEDIAN VD
. Ch e . b
A. Install 16’ steel pole with a special 15’ “T” dimension with 50’ mast arm. : a i O _
traffic signal heads signs video detection camera and countdown pedestrian ..., et R4—7
APS pushbu%fon with pedestrian education sign. signal heads as shown. D 16 CONCRETE McDIAN
(Note: 1-3" 90° polyvinyl chloride (Schedule 80) bend.) Y S
B. Install 16’ steel pole with a speciagl 15 “T” dimension with 60’ mast arm. 3 , ‘ MD 3 5 5 | GENERAL NOTES: *
traffic signal heads, signs, video detection camsra countdown pedestrian. e : —_— : :
and APS pushbutton with pedestrian education sign. _ x 1o Al underground utilitles shown on these pians are schematic only and
{(Note: 1-3" 90° polyviny! chioride (Scheduls 8¢} bend.) ( R OC K \/ I L L E P I K E ) may not be complete. The contractor shall be responsible for notifying
: , : 20qg 24" . MISS UTILITY® prior to construction so that all utilities may be located
, ‘ , — . in the fieid. If the contractor perceives that a conflict between the
C. Instgll 10" breakaway gedesfci pole with countdown pedestrian signal head , utilities and the traffic signal will occur. the contractor shall notify
and APS pushbutton with pedestrian education sign. (Note: 1-3" 90° N the project enginser immediately so that the conflict may be resclved.
polyviny! chloride (Schedule.80) bend.) , 4‘* NP "
21 6’ == A — — — 2. AticTrgfficdSigncl I;oungaﬂo?s shall be instaiied a; zt{}efFigol- Sigewalk
' . T BRT | D oo or Cur jons. i
D. Install NEMA size “6” base-mounted cabinet and controller with video interface. . == T UM 8K T oy == open Sectiong, fo meet Gloardnees qﬁ'gggﬁ?f?§3§?§’mra1é.83."313931%1.
2-wire Control unit and all necessary equipment as shown. : 0 T —_— = ——— MD 818.02, and MD 818.04 The contractor shall verify uitimate grades
) h
E. Install metered pedestal. = __(E;;W_TF__ S — . . prior to the installation of ail signal equipment.
— — — -A F/0 — 3. All pavement markings detailed are proposed and are to be instaiied in
F. Install handhole. 5 5 26 SIS m—— & accordance with SHA standards. All crosswalks shall be centered on
/\G . Install handhole and remove existing median cut through and replace with-+ sidewalk. K —\@D PERCO + handicap ramps or median cut throughs.
H © 4 .
" . . s . 1828 « Poles are to be locgted so that they can be activated by a person in a
H. Instalil 4" polyvinyi chlor.lde elecfrucal conduit (Schedule 80) (+renched) 2'5 F - wheeichair from a 60”x 60" leve! landing area. A level landing area is an
J. Install 4“ polyviny! chloride slectrical conduit (Scheduie 80} (siotted). PthPCD‘ —“W T 5 —03 SURVEILLANCE area with a cross slope of less than or equal to 2%
K. Install 3” polyvinyl chloride electrical conduit (Schedule 80) (trenched). PEPCO 768441 // / 5. If the location of Accessible Pedestrian Signal Pushbuttons must be chinged
. poiyviny ! 76844~2313 2 2121 4 S ) RIGHT OF WAY LINE the contractor shall notify the Project Engineer to get approval for new
L. Instail 2” poiyviny! chloride electrical conduit (Scheduie 80) (+renched) (o) 2\ location to ensure proper requirements of the MUTCD are still met. All work
. wooD // / - must be halted until the Project Engineer has obtained an opproved location
M. Install 3" polyviny! chloride electrical conduit (Scheduie 80) (frenched) POLE S - or If necesary a design woiver is obtained. -
with 50' of -3-wire- 1 conductor (No. 250 KCMIL) for proposed - NO S N _ _
underground electrical power service by PEPCO to base of utiiity pole. NUMBER // / JCT 6. Pushbutton is to be located so that a pedestrian in g wheelchair located on
. ‘ - Jﬁf’%’s"'s the level landing area. does not have 1o reach more than 18”.
N. 1Instqll &' breakaway pedestal pole with APS pushbutton with pedesirian SOUTH ‘
education sign. (Note: 1-3" 90° polyvinyl chloride (Schedule 80) bend.)} MD 355 7. The 10’ separation between pushbuttons is to be measured from face of
. ., _ * pushbutton to face of pushbutton.
0. Install 12" white heat applied preformed thermopliastic pavement marking. (Crosswalk)
(Note: Contractor shall remove any existing marking.) 8. The contractor shall remove all unused wiring.
. // / OVERHEAD HEIGHTS
P. Install 24" white heat applied preformed thermoplastic pavement marking. (Stoplinel. ,ﬂ
(Note: Contractor shall remove any existing marking.) SHloNoRey 55/7%4 GEOMETRIC LEGEND
Q. Install 5" white preformed thermoplastic pa + marking. (Laneline) PRIMARY 3870 PROPOSED
. nsta o preoformse ermoplastic pavement marking. a e). EXISTING STATE OF MARYLAND
R. Instaii proposed parallel handicap ramp with 10’ flat area (STD. No. MD 655.12) DEPARTMENT OF TRANSPORTATION
and de?ec?agie warning surfaces (STD. ﬁo. MD 655.40) as shown ' - %—m——— QEN 8\' goliazsﬁu-ng E%E?TU iglsj STATE HIGHWAY ADMINISTRATION
S. Instal! proposed parallel handicap ramp (STD. No. MD 655.12) and detectabie // / AERIAL CABLE A A
‘warning surfaces (STD. No. MD 655.40) as shown. {2 ELECTRIC E E _
: v TELEPHONE T T :
T. Rebuild existing island with curb and gutter. isiand openings (STD. No. MD 655.21) // GAS ] s ' :
and detectable warning surfaces (STD. No. MD 655.40) as shown. SEWER s < MD 355 AND N I CHOLSDN LANE
: WATER ] ¥ , :
. Remove existing strain pole., foundation 12’ below grade and all attached equipment. i / CABLE TV oo T ¥ e TV e _ L
V. Remove existing handhole. Cap qxisfing conduiff | ___ | '\ APPROVALS /' REVISIONS TRAFFIC SIGNAL PLAN-
W. Remove existing base mounted cabinet and foundgtion. (Note: Montgomery CHuity REVISION 8 - - '
: . shall remove controller and auxiliary equipment). _ J l \ (0/ SCALE _1”= 20" pATE _8-20-30 CON"RACT NO._
‘ X. Remove existing pedestal pole., foundation 12’ below grade and all attached equipment. L / TEAM TEADER ST | | | i ' - -
A o | R e 1 ) \,% ® —~75-o7] DESIGNED BY_MONT. CO. COUNTY _MONTGOMERY
5. comtractor shall locate oxist N ol Gt to oxiet ot ) o oo INSTALL APSTAND CPS ALL mouxo | DRAWN y__ MONT. CO. LooMLE 1503550600
. ontractor sha ocate existing surveilicnce camera power cable condu o exlisting cabinet. .t MONT. CO. .
After conduit is located, contractor shai! install proposed conduit from pro;_?osed cabinet and : . STREET TRAFFIC STUDIES, LTD. Q}S’ \ e S {7 [“%,. | CHECKED BY N 0 TIMS No, H996
e disconnecting of existing surve ance camera powser cable and rerouting o s cable to , . . A NB MD 355 WIDENING . -
proposed cgbinet.) : A ADDENDUM 1: patE: _‘W_ Ph (410) 590-5500 DEC. 1991 — '
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